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VISIBLE AND INVISIBLE LASER RADIATION.
AVOID EYE OR SKIN EXPOSURE TO 

DIRECT OR SCATTERED RADIATION! 
CLASS 4 LASER PRODUCT

IEC 825-1

610584

 

©2016 DILAS. All rights reserved. DILAS reserves the 
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For handling precautions, please reference the general 
handling instruction manual. 
 
For complete details, please contact your local DILAS 
sales representative or visit our website at 

www.DILAS.com. 

Europe 

DILAS Diodenlaser GmbH 
Galileo-Galilei-Straße 10 
55129 Mainz 
Germany 
Phone: +49 (0)6131 9226 0 
Fax:    +49 (0)6131 9226 257 

Email:  sales@DILAS.de  

North America 

DILAS Diode Laser, Inc. 
9070 South Rita Road 
Suite 1500 
Tucson, AZ 85747 
Phone: +1 (520) 232-3480 
Fax:     +1 (520) 232-3499 

Email:   sales@DILAS-INC.com 
 

China & Taiwan 

DILAS Diodenlaser GmbH  
China Sales Office 
Room 206, Sunplus Technology, Bldg. 2 
No. 1077 Zu Chongzhi Road 
Hi-Tech Park, Shanghai 201203,  
P.R. China 

Phone: +86 (0) 21-6855-2216 
Fax: +86 (0) 21-5027-3793 
Email: sales@DILAS-CHINA.com.cn       
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